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roubleshooting|

Problem

Possible Causes

Likely Solutions

Tool will not start.

1. Cord not connected.

No power at outlet.

3. Tool's thermal reset
breaker tripped (if
equipped).

4. Internal damage or wear
(Carbo brushes or switch,
for example).

yd

1. Checkthat cord is plugged in.

2. Check power at outlet. If outlet is
unpowered, turn off tool and check
circuit breaker. If breaker is tripped,
make sure circuit is right capacity for
tool and circuit has no other loads.

3. Turn off and allow to cool.Press reset
button on tool (if equipped).

4. Have technician service tool.

Tool operates

1. Excess pressure

1. Decrease pressure, allow tool to do the

slowly. applied to workpiece. work.

2. Power being reduced 2. Eliminate use of extension cord. If an
by long or small extension cord is needed, use one with
diameter extension the proper diameter for its length and
cord. load.

Performance Carbon brushes worn or Have qualified technician replace brushes.

decreases over time.

damaged.

Excessive noise or
rattling.

Internal damage or wear
(Carbon brushes or bearings,
for example).

Have technician service tool.

Overheating

1. Forcing tool to
work too fast.

2. Blocked motor
housing vents.

3. Motor being
strained by long or
small diameter
extension cord.

1. Allow tool to work at its own rate.

2. Wear ANSl-approved safety googles
and NIOSH-approved dust mask /
respirator while blowing dust out of
motor using compressed air.

3. Eliminate use of extension cord. If an
extension cord is needed, use one with
the proper diameter for its length and
load.

Tool does not sand
or polish
effectively.

1. Accessory loose.

2. Accessory
damaged, worn or
wrong type for the
material.

1. Confirm accessory arbor is correct and
Outer Flange/Arbor Nut is tight.

2. Check condition and type of disc
accessory. Use only proper type of disc
accessory in good condition.

Follow all safety preauctions whenever diagnosing or servicing the tool. Disconnect power supply before

service.
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Always wear suitable protection when using the power tool. These include eye protection, respiratory Hlotes on safety measures

protection, gloves and ear protection. WARNING: Read the instructions carefully and always follow all instructions.

ﬁ Notes on safety measures
B

e Always wear suitable safety equipment such as gloves, ear and eye protection.

o Only use accessories which have been released by the manufacturer for this machine.
CORREQT DISPOS_AL . : . e This machine may not be used for purposes other than those described above.
Do not dispose of this product in household waste, but take it back to the store or your local recycling ! o Other backing pads that have different sizes, weights, etc., than those supplied, should be inspected
station.

separately for proper function by the manufacturer.

Y Product informations|

Professionally manufactured for the automotive sector under strict controls
Ergonomic design with slim machine body

Electronics designed for constant torques and speeds

Double gearbox for significantly more torque than simple gearboxes
Supplied with a 125 mm polyurethane backing pad

ECHNICAL SPECIFICATIONS]

Model T3000

Power consumption 750 W

Roation speed (rotations per minute) | 2500-5500/min

Weight 2,4 Kg

Safety Class Class II

Operating voltage 230V / 50 Hz
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Problemlosungen

Magliche Ursache

Wahrscheinliche Losung

Gerét startet nicht. 1. Stromkabel nicht Priifen Sie, ob das Kabel eingesteckt ist.
eingesteckt. Schalten und stecken Sie das Geréat aus.
2. Kein Strom aus der Prifen Sie, ob die Sicherung der Steckdose
Steckdose verfiigbar. herausgeflogen ist. Ist dies der Fall, prifen
3. Hitzeschutz des Sie ob die Steckdose bzw. der Stromkreislauf
Gerats ist die benotigte Kapazitat aufweist. Sonst
eingesprungen. kontaktieren Sie lhren Elektriker.
4. Interner Schaden Schalten Sie das Gerédt aus und lassen Sie es
oder Verschleil abkthlen.
(Kohlebiirsten oder Wechseln Sie die Kohleblirsten oder
Schalter). wenden sich an den Support von Liquid
Elements.
Gerét arbeitet 1. Zuviel ausgelibter Druck verringern, damit die Maschine
langsam. Druck auf die arbeiten kann.
Oberflache. Auf die Verwendung des
2. Leistungsverlust Verlangerungskabels verzichten. Sollte ein
durch ein Verlangerungskabel verwendet werden

Verlangerungskabel,
welches zu lang ist
oder einen zu
geringen Querschnitt
aufweist.

mussen, so muss es mit einem geeignetem
Querschnitt und einer passenden Lange
ausgestattet sein.

Leistungsverlust im

Kohlebiirsten abgenutzt oder

Austausch der Kohlen. Bei Bedarf wenden Sie sich an

Laufe der Zeit. beschéadigt. den Support von Liquid Elements.

UbermaRige Interner Schaden oder Bitte wenden Sie sich an den Support von Liquid
Gerauschbildung Abnutzung. Elements.

oder Klappern.

Uberhitzen des 1. Zwang der Maschine Druck verringern. Erlauben Sie es der

Gerats.

zu schnell oder mit
zuviel Druck zu
arbeiten.

Blockierte Beltiftung
des Gerats.

Motor wird belastet
durch
Verlangerungskabel,
welches zu lang ist
oder einen zu
geringen Querschnitt
aufweist.

Maschine, bei der ausgewahlten Drehzahl zu
arbeiten.

Tragen Sie entsprechende, ausreichende
und geprifte Sicherheits-Schutzbrillen sowie
Atemmasken wahrend Sie mit Druckluft die
Beliiftung reinigen und von Staub befreien.
Auf die Verwendung des
Verlangerungskabels verzichten. Sollte ein
Verlangerungskabel verwendet werden
miissen, so muss es mit einem geeignetem
Querschnitt und einer passenden Lange

ausgestattet sein.

Gerat hat keine 1. Stutzteller bzw. 1. Prufen Sie, ob alle Anbauteile richtig
effektive Schleif- Polierpads lose bzw. befestigt sind.
bzw. Polierwirkung. nicht richtig 2. Prifen Sie den Zustand des Stiitztellers oder
befestigt. der Polierpads. Verwenden Sie
2. Stutzteller bzw. ausschlieBlich die richtige GroRe der
Polierpads Polierpads. Achten Sie stets auf den Zustand

beschadigt,
abgenutzt oder nicht
der richtige Typ fur
das zu polierende
Material.

und die Wahl des richtigen Typs.

Schalten Sie bei allen Eingriffen das Gerat stets aus. Beachten Sie stets die Sicherheitshinweise und gingige,
geltende Vorkehrungen wenn Sie das Gerat untersuchen und warten.

English
DESCRIPTION OF SYMBOLS|

This manual uses icons to alert you to potential risks. You should be aware of these
symbols and their meaning.

Attention! This symbol indicates a precautionary measure, a warning or a possible hazard. If you
ignore this warning, you can harm yourself and others. To avoid the risk of fire, injury and electrical
short circuits, you should follow the instructions.

READ THE MANUAL BEFORE USING THE PRODUCT.
Keep the manual in a safe place.

C€

CE MARKING
This power tool complies with the relevant safety standards.

O

CLASS II SYMBOL
This symbol indicates that the power tools have a double insulated cord.

WEAR SAFETY CLOTHES




ITLE OF INDIVIDUAL PARTS

Locking Switch
ON/OFF Switch
Speed Control
Overpressure gauge
Handle

Backing plate
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APPLICATION

Surface preparation
For best results, the surface should be clean from dust and contamination.
Mount / remove the polishing pad on the machine

Place the pad evenly on the Velcro surface, making sure it is centered. When disassembling the
polishing pad, be sure to grip the polishing pad on the Velcro surface so as not to damage the foam.

&

Apply polish to polishing pad

Most polishes are available in liquid form. Before applying the polish, a primer (such as Liquid
Elements Pad Prime) should be sprayed on and then applied to the pad in four peanut-sized spots.

Polishing

The polish should be spread with the machine in an area of about 60x60 cm and polished until the
desired result is achieved.

Notes / Maintenance and Service]

Make sure that the machine is not tilted during the polishing process, as this can lead to bearing
damage.

Never operate the machine with too much pressure, it should be about 4 kg pressure including
machine weight exercised.

Protect the machine from contamination by polish residues, water, oil and other liquids that could be
dangerous to the machine.

STORAGE

Store this machine in a cool, frost-free and dry place.

DISPOSA
Electronic devices must not be disposed of with household waste. They must be supplied
separately to designated places.

SUPPORT]

Liquid Elements

Area52 GmbH
Thiingenfeld 4
58256 Ennepetal

Kontakt:
Telefon: +49 2333 / 3068945
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